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INTRODUCTION 



IT is acknowledged by all authorities on the subject that the 
A most healthful heat is that of the open fireplace. Apart 
from the cheerful, exhilarating influence of the open fire on 
those gathered about its hospitable hearth, it is known that 
radiant heat direct from the surface of burning fuel possesses 
a health-maintaining power that no other form of heat can sup- 
ply. For this reason the open grate has always been a favorite 
in our homes, and it is only because in the ordinary form it is 
such a great consumer of fuel, and so feeble in its heating ca- 
pacity, that it has been supplanted by more economical kinds 
of heating apparatus. 

The construction of the Jackson Ventilating Grate reme- 
dies this defect, and while giving all the cheer and beauty of 
the open fire, over four times the usual amount of heat is se- 
cured. This is done by means of heat-saving chambers at the 
back and sides and top, so that the warmth that in the ordi- 
nary fireplace is lost in the brickwork and up the chimney is in 
this system brought into the room in the form of warm air. 
See the following pages as to how the extra heat is distributed. 

HEATING POWER 

HT HE principle applied in these grates is that of the warm- 
* air furnace, combined with the direct radiation of the open 
fire. The result is that one of these grates will heat two or 
three rooms, with fuel that in an ordinary grate would not 
warm one room. The grate is, practically, a furnace set di- 
rectly in the room. There is not the immense loss of heat in 
the cellar and in the ascending hot-air pipe, and because of 
this saving, these grates will heat a residence with two-thirds 
the fuel of a furnace. They will heat a home better and with 
less fuel than will any other good system. 

There are two forms of Ventilating Grates, the "Con- 
cord," heating the one room in which it is situated (or adjoin- 
ing rooms by means of open doors) this form being shown on 
page 4; and the "Oliver" pattern, as shown on page 5, which 
has a connection by which rooms on the second floor or in 
back can be heated. Either pattern in No. 3 size will heat 
7,000 cubic feet, with average exposure. 



VENTILATION 



HT HE construction of the Grate is such that it is a perfect 
A ventilator ; the whole atmospheric contents of large rooms 
is replaced by pure warm air every twenty minutes. 

The air supply should always come from the outside of 
the house. Not only does this insure better ventilation, but 
also more perfect heating. Do not be deceived by the talk of 
those who say "Plenty of air gets into the house thru doors 
and cracks." The Ventilating Grate stops the cold drafts that 
usually exist, but improves the ventilation. 

If the grate is not depended upon for heating in severe 
weather, and a cellar heater is already in place, a Ventilating 
Grate will still be a comfort and economy. In spring and fall 
the furnace is wasteful in fuel, and makes the house close and 
stuffy. Then one V entilating Grate will pleasantly heat an 
entire residence. In mid-winter, one is most valuable for heat- 
ing an extension or exposed room, or for general cheer and 
ventilation. 



FUEL 

THE Ventilating Grates work admirably with any kind of 
* fuel — coal (hard or soft), wood, coke or gas. We recom- 
mend that all these fuels be burned directly in the coal grate, 
but andirons can be substituted for wood if so desired. For 
use with gas, we supply a distributor, burner and artificial 
fuel, at an extra cost of $9.00. Electricity can be used in any 
grate by covering an incandescent lamp with colored glass. 
We supply such glass for 60 cents a pound. This, of course, 
results in a glowing fire effect, but practically no heat. 

HOT WATER HEAT 

TV/ HEN desired, the Ventilating Grate can be had with a hot 
water-back, so as to run supply to an adjoining room, or 
to a room above. We do not recommend this, as compared 
with the regular construction, as no additional heat is secured, 
and the setting is rather more difficult. 



SIZES FOR DESIGNS 31 TO 70 



^ UMBER o is made in the Concord pattern only, the other 
four sizes are made both Concord and Oliver. No. i is the 
standard, 3, 4, and 5 have greater heating power. We recom- 
mend the No. 3 size as being- the most desirable. 

Special sizes, also round top Ventilating Grates, are made 
to order. 
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•The brickwork is made 12 inches deep, the facing adding about 3 inches, 
making total about 15 inches. 

fDepth can be reduced to 10 inches by using straight front basket. We 
n runimend that basket and crown, as shown in plate 31, be selected for all 
designs of frames. 



Finish. We can give any finish to the frames that may be 
desired, the cost varying with the style selected. Aside from 
personal preferences, the frame should harmonize with the 
rest of the hardware of the room. 

More Heat, Greater Safety. The Ventilating Grates, by 
means of the air chambers, prevent the over heating of the 
surrounding brickwork. The heat is brought into the house 
where it is valuable, instead of going into the structure around 
the fireplace, where it is harmful, and the heat is extracted 
from the smoke so that only enough remains to create the ne- 
cessary draft. 



DIRECTIONS FOR SETTING THE GRATE 



r J" HE grate can be used suc- 
cessfully in any fireplace, old 
or new, that has at least a fairly 
good draft ; all that is necessary 
is to cut thru the back hearth for 
the air supply. 

The air supply should be taken from the direction of the pre- 
vailing cold winds, running a 6-inch pipe across the cellar ceiling, 
when necessary to get this exposure. The exterior opening is 
the size of a brick, 8 T /$ x 2^, and we supply an oxidized grating 
to cover this opening, for 50 cents each. 

The air inlet, at the hearth level, for the No. 1 Ventilating 
Grate is 18 inches long, for the No. 3 is 20 inches long, and for 
No. 5 is 26 inches long. The ash-pit opening is not necessary if 
not wanted. 

With every shipment of grates, or upon application at any 
time, we mail a blueprint with directions for setting the grate, by 
which any ordinary bricklayer can easily perform the work. No 
special flue need be built, as the grate can be set in any fireplace 
already built. 

One flue carries the smoke and the hot air pipe, as shown, ' 
pages 5 and 6. This pipe is No. 24 guage galvanized iron and 
usually lasts a dozen years, when it can easily be renewed. The 
pipe is in two foot sections, and is put up the flue from the open 
fireplace. 

The ideal flues for these grates are without sharp turns; in- 
side size about 8 x 12 for the Oliver, and about 8x8 inches for 
the Concord. The grates can be adjusted to other sizes. For 
soft coal, also the No. 5 size, the flues should be slightly larger. 

Special plans for flue construction for new houses will be 
forwarded if required, but special construction is not necessary. 
Always run the chimney higher than the highest part of the 
house. 




CONCORD 



TH HERE are two forms of the Ventilating Grates, the Concord, 

heating on one floor, and the Oliver,, heating rooms on differ- 
ent floors. The adjoining cut shows the heat-saving chambers 
in the Concord pattern. Pure air from outdoors is admitted thru 
the opening shown in the base, and is distributed by the heated 
spurs to the spaces directly back of and on the sides of the fire. 
From these the air enters the chamber shown at the top of the 
cut, between which the fire smoke flues are seen to pass, these 
giving a large portion of their heat. There passes a current of 
pure warm air directly into the room thru the openings shown in 
the frieze of the Grate. 

The heating chambers are separated from the fire by a cast- 
iron back that has no joints for leaking gas. Surrounded as it is 
by air-chambers, it can never become intensely heated, and thus 
cannot burn out. The grate will accomplish more heating than 
four ordinary grates of the same size, and the Concord pattern is 
especially desirable for large rooms and for halls. 

If the cellar be clean, air may be taken from this, but it is 
preferable that it be secured from outdoors. The pipe can enter 
from the back instead of the front, if more convenient. 

The warm air introduced thru the frieze panel or register of 
this grate will distribute thru open doors, and up the stairway, so 
that the one Concord Grate will heat a fair sized house in Spring 
and Fall. With a register in the ceiling of room containing the 
Concord Grate, and a register in the floor of the room above, 
these two rooms can be heated in severest weather. 

The Concord pattern can be arranged to drop ashes to the 
ashpit, or have an ash pan. 

For many years we printed reports as they came to us from 
delighted patrons, until they became too numerous to print. We 
shall be glad, however, to refer you to those in your neighbor- 
hood who are using our grates, that you may see just how attrac- 
tive, how economical, how sanitary, and how durable these 
grates are. 

-t4 




Sectional view o! Concord pattern made in design 51-70 inclusive, sues 0, 1, 3, 4 and 5. 



OLIVER 



T HIS cut shows the construction of the heat-saving chambers 
* in the Oliver Grate, which is the form intended to heat rooms 
on different floors. It will be readily seen that the air, directly 
admitted from outdoors, after becoming heated by the chambers, 
as described in the Concord pattern, passes thru the opening at 
the top of the cut and thence by a pipe to the room on the floor 
above. Closing the valve, this heat may be entirely or partially 
added to the full radiant heat of the open fire in the room contain- 
ing the Grate. It will thus comfortably heat two ordinary rooms 
in the most severe winter weather, or several rooms on each floor 
in milder weather, It can also be arranged to heat a room back 
of Grate if desired. 

Two rooms on the floor above may be heated if they are not 
unusually large. The volume of warm air entering is equal to 
over 1 80 cubic feet per minute. This, with the radiation from 
No. 3 size, will heat about 7,000 cubic feet space of average ex- 
posure. 

The price of grates includes valve to regulate cold air sup- 
ply, valve to regulate the draft, also Russia iron blower for start- 
ing the fire. The Oliver includes also valve for turning heat up 
or down stairs, the register and register box for one room, also 
the first joint of pipe. 

The hot air pipe should be of No. 24 galvanized iron, 5^ inch 
diameter. Severe tests and many years of experience prove that 
the pipe will last a dozen years or more, when it can easily be re- 
placed. One register, 8 x 10 inches, black japanned, is included 
with the Oliver Grate. 

When the smoke flue is too small to admit the hot air pipe of 
the Oliver, as shown on page 6, good results can be had by using 
a Concord, and placing a register in the ceiling just above the 
Grate as mentioned on page 4. 

The air supply can be piped, as on page 4, or taken directly 
thru the back, as shown here. It is best to have the inlet from 
the north or west, even tho that necessitates running a 6-inch 
pipe across the cellar. The air supply can be taken from the cel- 
lar, but it is better to run a 6 inch pipe across the cellar to the 
northwest. Have the exterior opening 18 inches or more below 
the floor level and slant the pipe upward until the chimney is 
reached. 

The ashpit connection is not essential ; an ashpan is sent if 
preferred ; it will be found a convenience to have an ashpit, as 
shown here, especially when used with the Jackson Ashtrap, as 
shown in catalog, page 15. 



Section ol the Oliver Grate showing ashpit (when desired) and method o! getting fresh air when the 
grate is in an outside wall. 



GRATE No. 31 "CLASSIC" 



No. 31, "CLASSIC" 

Photograph from No. 1 size. 

Net cost. No. 0 or No. 1 Concord 
(add $5.00 for No. 3 size). 

Orate without fender. Fender 

Black, $48.00 $&0Q 

Plated, 65.00 8.00 

Solid Brass. 95.00 10.00 

Oliver pattern is $10.00 extra. 
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General Morin says that in a 
room of 20 feel square and 12 feet 
high heated by an open grate, 
"with a good fire, the air would 
be removed tour or live times an 
hour with a moderate draft of the 
chimney." But with the common 
urate, unfortunately, the supply of 
air to meet this draft must enter 
the building thru the cracks and 
crevices surrounding the doors and 
windows, and it comes into the 
room at times freezing cold. This 
draft is entirely prevented by the 
Ventilating (irate, and because 
of the pure air introduced thru the 
frame of the grate itself, the ven- 
tilation is far superior to other 
forms of open fires. 



GRATE No. 40, "IONIC 



TESTIMONIALS 

Thoughtful men have for more 
than twenty years bought the 
Jackson Ventilating (irate ami 
commended it to their friends, and 
now there is scarcely a town in 
the United States that has not 
at least one resident to tell the 
story, 

For many years we printed 
these interesting reports as they 
came to us from delighted patrons, 
until they became too numerous to 
print. We shall he glad, however, 
to refer yon to those in your 
neighborhood who are using our 
grates, that you may see just 
how attractive, how economical, 
how sanitary, and how durable 
these grates are. 




No. 40, "IONIC" 

NOTE.- This design lias real 
brass beading on either side of 
pilaster. 

Photograph from No. 3 size. 

Net cost No. 0 or No. 1 Con- 
cord (add $5.00 to No. 3, $15.00 to 
No. 4, $20.00 for No. 5.) 



(irate without Fender Kender 

Black, $55.00 $14.00 

Plated, 70.00 25j00 

Solid Brass 100.00 30.00 

Oliver patterm is $10.00 extra. 



No. 58, "COLONIAL" 

NOTE. — These columns are free- 
standing, so the cornice stands 
out 3% inches. 

Photograph from No. 3 size. 

Net cost of No. 1 Concord (add 
$5.00 for No. 3; $15.00 for No. 4; 
$20.00 for No. 5 size.) 

Grate without fender, Fender 
Black, $65.00 $20.00 

l y Uted, 80.00 35.00 

Solid Brass, 115,00 42.00 
Oliver pattern is $10.00 extra. 



WEIGHTS FOR SHIPMENT. 

The Ventilating Grates are care- 
fully boxed and delivered on cars 
or boat at New York. The grates 
go as third-class freight; the 
weight is about 400 pounds, ex- 
cept for No. 5 size, which is 500 
pounds. Fender and other fixtures 
are packed separate, but when 
shipped at the same time as the i 
grate, freight charges are not very 
high. 



GUARANTEE 

The Ventilating Grates are sold 
willi the understanding that if 
jitter the purchaser has used the 
•irate and it is not satisfactory in 
every way, he may return the grate 
to us any time, within one year 
from the date of sale, and we will 
refund the cost of the grate, pro- 
vided that we receive payment 
for the grate within 30 days from 
the date of shipment. 

This gives you every chance to 
try the grate in your own fire- 
place, and enables you to prove the 
health, comfort and economy to 
be secured from the use of our 
system. 



No. 60. "CRAFTSMAN" 

NOTE.— This angular grate bas- 
ket can be had only in the No. 5 
size. 

Photograph from No. 5 size. 

Net cost of No. 0 or No. 1 Con- 
cord (add $5.00 for No. 3; $15,00 
for No. 4; $20.00 for No. 5 size). 

Grate without fender, Fender 

Black, $52.00 $10.00 

Plated, 62.00 20.00 

Solid Brass, 90.00 24.00 

Oliver pattern is $10.00 extra. 



No. 70, "MISSION' 



NOTE— All bolt-heads will be 
copper, except when ordered to the 
contrary. In the No. 5 size, the 
basket projects out 3 inches, as 
design 60. 

Photograph from No. 3 size. 

Net cost of No. 0 or No. 1 size 
(add 95.00 for No. 3; $15.00 for 
No. 4; $20.00 for No. 5 size.) 

Grate without Pender Pender 

Black, $55.00 $l4.oo 

Plated, 66.00 25.00 

Solid. 95.00 30.00 



VALUE 

In comparing the cost of this 
grate with that of other makes, 
it should he remembered that the 
Ventilating (J rate is not an ordi- 
nary open tiif, hut. in addition, a 
strong fireplace heater. 

The Ventilating Grate gives four 
times the heat of other open tires, 
thus soon repaying the cost. Our 
Ventilating Urates las! a lifetime. 
The total cost for repairs has not 
averaged over four cents per year, 
per grate, during twenty-five 
years use. 

It keeps (ire from fall till spring, 
and will run over 24 hours with- 
out any attention. 

It is more safe in wood mantels 
than any other grate or fire-place 
heater. 

The ventilation is more perfect 
than with any other system. 



SPARK GUARDS 



17 OR protection against fires that may be occasioned by the 
* sparks that are frequently thrown from wood fires, also 

against children setting 
their clothes on fire 
when playing near the 
grate, also for provid- 
ing an absolute sense 
of security when fires 
are left burning over 
night, we make a 
Spark (iuard, as shown 
in the annexed cut 
closing the entire open- 
ing of the grate with a 
screen of wire cloth 
(3-16 inch mesh). 

This, in the best 
grade, is bound with a 
brass moulding around 
the edge making it 
more durable and of 
sufficient weight to sit 
firmly against the grate. It is made in japanned wire cloth, or- 
namented with polished brass handles and scrolls; also in real 
brass wire cloth. The "Ordinary" is the same except that it has 
no brass binding around the bottom and edges. 

Spark Guards of cheaper make than those shown, may be 
had for $1.50 each, fitting all except No. 4 and 5 size Ventilating 
Grates, and while far inferior to our Screen are equal to those 
sold by many other firms. 

Brass Bound — No. 0, 1,3, size, Japanned, $4.00 net, Brass $8.00 net. 

H 4 and 5 " M 5,00 M " 10.00 " 
Ordinary-No. 0, 1, 3 " " 2.50 N " 5.00 M 
" 4 and 5 " " 3.50 " M 7.00 " 

This style of screen is also made in sizes and shapes to fit 
around stoves, radiators, etc., and can be had in any size. 




FOLDING SPARK SCREENS 



These Spark Screens have the advantage over others, that 
when not in use, they can be folded up and put away in a small 
place. No. 42 has a heavy spiral black woven cloth, being both 
beautiful and strong. 

Each fold is a foot wide. A four-fold screen, allowing one 
fold for each end, covers either a Ventilating Grate or ordinary 
fireplace, and a five-fold covers a three foot fireplace. We can 
supply as many folds as desired. 





20 inches high 90c. net per fold. 
24 3)1.05 
30 " " 1.60 " " " 
36 " " 2.00 * " " 

Other designs and sizes are shown in a separate catalog. 



Edwin A. Jackson 4 Bro., Inc., 50 Beekman Street, New York. 
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JACKSON VENTILATING FIREPLACE, No. 95 

(Has less heating power than the grates shown on previous pages) 
(See following page lor sectional view) 




This grate can be had without metal frame, and can be used with any style of mantel. 
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JACKSON VENTILATING FIREPLACE No. 95 

See previous page ior front view. 

r "T'HIS fireplace applies the general principal of the Jackson Ventilating Grates. There are 
* ribs across the back and sides to get much more heat than is possible with plain iron linings, 
and a great amount of heat is secured from the bottom plate, and from the throat : but this 
fireplace does not have the same heating power as designs 31 to 70 because there is not so 
great heating surface in the warming chambers. 

In a general way, this fireplace gives something over double the heat of the ordinary 
open fireplace, and about 40 per cent less heat than would be secured from the same fuel 
burned in the Jackson Ventilating Grate. The air is preferably piped from the outside, and 
this air, when warmed, passes to the room above, or in back, or to the room containing the 
grate by means of a register over or at the end of the mantle. 

When desired, this grate can be built in so that there will be no metal work around the 
front, and the effect will be the same as the old-fashioned fireplace, but with over double the 
usual amount of heat. 

Cost of No. 95, without mantel, but including wrought 
iron frame and hood. 

Net 

For Fireplace 30 in. wide, 32 in. high, 17 in. deep, $45.00 
36 " " 36 " 20 " 52.00 

Drawings and estimates for special sizes and special 
designs will gladly be forwarded. 



FRESH /?IR^ 
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F I R E S E T S 







No. 55—32 ins. high No. 54—31 ins. high 

These designs are all strong and fine appearing. The brass sets are 
mainly for use in light wood fires, and not for heavy service, as brass is a 
metal too soft to stand hard usage. We recommend the combination of steel 
shafts with brass heads, as resulting in the most attractive and serviceable 
style of fireset. 

Brass heads on the black sets give fine appearance. The black iron tools 
are hand wrought, and are more serviceable and more artistic than cast iron. 
The latter are cheaper, and we can supply in cast iron at prices from $1.50 up. 

The heads on these sets can be inter-changed at slight extra cost. Stands 
on numbers, 19, 20 and 55, are especially good as they have the double up- 
right. Pokers have straight ends for coal fires, but can be had with hooked 
ends at the same pfiee. 

Separate pieces, also special designs, will be sold if desired. 
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No. 19—31 ins. high No. 20—29 ins. high 

The Jackson poker is the best to clear ashes from the Ventilating Grate. 
It is of 9-16 inch steel, 30* long and costs $1.25 with head in black, or $1.50 
with solid brass head. The complete set is design 55 on this page. 

*Steel or black 

No. All brass with brass tops All black 

19 $15.00 net $10.00 net $ 7.50 net 

20 20.00 M 15.00 " 12.50 " 

54 13.50 " 7.50 « 0.00 '* 

55 15.00 " 9.00 " 7.50 il 

*Pjrk» includes black base. For base in steel, add 50 cents, and for solid 
brass, add $3.00 to prices here given. 



ASHTRAP FOR GRATES HAVING ASHPITS 



IT is the experience of all who use grates connected with ash- 
pits, that even when the masonry of the pit is well con- 
structed, an intolerable nuisance of dust and ashes is experienced 
whenever the fire is raked. This arises from the fact that when 
hot ashes are dropt into the cold air of the pit, an upward current 
is started, which wafts the ashes into the room. 




The Improved Jackson Ashtrap prevents this upward escape 
of dust and it (and the original Jackson Ashtrap invented some 
years ago) are the only ashtrap or ashpit cover that will. It con- 
sists of a rectangular box, with a moveable cover. 

As shown in sectional cut, ashes collect in the trap, when the 
bottom is swung back to cover over the top, and to prevent dust 
from flying back from the pit. It is dumpt with the slightest 
pressure, the action is "as quick as a wink," and never fails to be 
effective. 



The traps are constructed to fit the Jackson Ventilating 
Grates, and can be placed in any of them in a few moments by 
simply taking out the screws from the sifter, removing it from 
the base of the grate and inserting the trap in its place — requir- 
ing no mechanical skill whatever. A rod that operates the trap 
passes out thru the ashscreen, so that the ashes can be dumpt 
easily. 

This trap can be used in any open fireplace having an ashpit, 
in which case a border is supplied for holding the trap in the 
hearth ; the plate over the top makes a smooth surface for and- 
irons. Cost is net, $2.00. No. 9 is 15 inches long, 9 inches wide, 
trap, 13 inches by 7 inches; also No. 6 is 9 inches long, 7 inches 
wide, trap, 6]/ 2 inches by 4^ inches. 

When ordering state size of Ventilating Grate, or whether 
for some other grate or fireplace. 




Ash-trap with hopper open Ash-trap with door swung to 

to receive ashes top to take flush surface 



The rod is not used when the ashtrap is in an open fireplace : 
but the rod is a convenience when the trap is used in any grate 
or range. 



Edwin A. Jackson & Brother, Inc. 

Grates, Mantels and Fireplace Fixtures 

50 Beekman Street, New York 



The Jackson Ventilating Grate offers Health, Comfort and 
Economy to all who instal it in their homes. 

Health first. A constant supply of fresh, warm air is re- 
quired for the health of every home. No other agency supplies 
this so surely and continuously as the Jackson Ventilating Grate. 

Comfort: No feature of the home is so beautiful to the eye, 
so comfortable and so health-giving as a glowing open-grate fire. 
The Jackson Ventilating Grate offers all the beauty and comfort 
of the usual open-grate fire, with four times the amount of heat. 

Economy: Thru its great saving in fuel, the Jackson 
Ventilating Grate will pay for itself in two or three years. After 
it has done that, it is a continuing asset and money-saver, saving 
each year the cost of from three to five tons of coal, when the 
amount of heat produced is compared with other grates. 



Our line of Fireplace goods includes : 

Mantels of artistic stock patterns, also special designs made 
to order 

Andirons, fenders, firesets, and spark screens in all styles 
and finishes 

Franklin stoves, particularly for use where there is no fire- 
place 

Basket grates, gas grates, gaslogs, in all sizes and designs 

Coal chutes, for foundation walls : — coal hole covers ; smoke 
thimbles. 

Fireplace tiling of all colors and designs 
Dampers, ashtraps, cleanout doors, etc. 

In addition to the above we carry a line of Novelty Warm 
Air Heaters; Novelty Suburban and Kitchener Coal, also Gas 
Ranges; and the unequalled Year Round Combination Gas and 
Coal Range made by the Abram Cox Stove Co., whose special 
New York Representatives we are. 



We should be glad to estimate on all your Fireplace work. 

We would appreciate the address of any friend that you 
think might wish to have a Catalog. 
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